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In accordance with our company policy of on-going product improvement, Giant Factories Inc. reserves the right to make changes without prior notice.	 giantinc.com

40 Lesage Avenue, Montréal-East (Québec) Canada H1B 5H3 • Telephone: (514) 645-8893 • Fax: (514) 640-0969 

JOB TITLE	 SUBMITTED DATE

ADDRESS	 REQUIRED PRODUCT

	 MODEL NO.	 SIZE	 QUANTITY 

CONTRACTOR	 MODEL NO.	 SIZE	 QUANTITY

ADDRESS	 MODEL NO.	 SIZE	 QUANTITY
	
	 MODEL NO.	 SIZE	 QUANTITY

ENGINEER	 REQUIRED DATE 

R RR

	 Models	 Storage Capacity	 Type	 Input	 Recovery 90 °F / 50°C	 Altitude	 Est. ship. weight
		  (US) gal	 Litres	 Imp. gal	  of gas	 BTU	 (US) gal	 Litres	 Imp. gal		  lb (kg)		

	 UG75-68ME-N2U	 73	 277	 61	 N	 68,000	 68.7	 260	 57.2	 N & H	 335 (152)	

	 UG75-76ME-N2U	 73	 277	 61	 N	 76,000	 76.8	 291	 63.9	 N	 335 (152)	

Energy Efficient Light Duty Commercial  
Atmospheric Natural Gas Water Heaters

UG75 MODELS
61 imperial gallons / 277 Litres
insulated with 2” eco-friendly 

	 Model	 A	 B	 C	 D	 E	 E3	 E4	 F	 G	 H	 I	 J	 K

	 All UG75	 11 1⁄4  (29)	 527⁄8 (134)	 62 1⁄2   (159)	 153⁄4 (40)	 64 1⁄8 (163)	 18 7⁄8   (48)	 54 1⁄4   (138)	 66 1⁄4   (168)	 11 (28)	 26 (66)	 4 (10)	 63.6˚	 7.8˚

DIMENSIONS inches (cm)
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